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*All dimensions are in mm.
**We reserve the right to alter the specifications & dimensions without any prior notice. 

L050- Pitch 3/8” (9,525 mm) -for Belt Width 1/2” ( 12,7mm)

FEATURES

PULLEY

DESIGNATION TYPE TEETH PCD De Df Dm F L
STOCK

BORE

WEIGHT

(Kgs)
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Timing Pulleys - L Type (Solid type with Pilot Bore) Timing Pulleys - L Type (Solid type with Pilot Bore) 



L100 - Pitch 3/8” (9,525 mm) -for Belt Width 1” ( 25,4 mm)

FEATURES

PULLEY

DESIGNATION TYPE TEETH PCD De Df Dm F L
STOCK

BORE

WEIGHT

(Kgs)

L075 - Pitch 3/8” (9,525 mm) -for Belt Width 3/4” ( 19,05 mm)

FEATURES

PULLEY

DESIGNATION TYPE TEETH PCD De Df Dm F L
STOCK

BORE

WEIGHT

(Kgs)

*All dimensions are in mm.
**We reserve the right to alter the specifications & dimensions without any prior notice. 
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Timing Pulleys - L Type (Solid type with Pilot Bore) Timing Pulleys - L Type (Solid type with Pilot Bore) 
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